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MAJOR PRO C ELECTRIC -  the big wall/ceiling screen from Harkness Screens

MAJOR PRO C ELECTRIC - SIMPLY THE BEST
With the motor integrated inside the roller, the Major Pro C is the 
smoothest big electric screen solution.  

The Major Pro C has a white painted aluminium case and is available in 
sizes from 5 to 7 metres screen width (16.25 to 22.75ft).

All Major Pro Cs are manufactured to precise customer size requirements.

Application

Major Pro C screens are recommended for big screen solutions in:
• Boardrooms
• Training rooms and Lecture rooms
• Schools and Colleges
• Leisure and entertainment venues

Construction

The housing is made from aluminium and is white epoxy painted (RAL 9010).  
The roller is a 150mm (6”) diameter aluminium tube mounted on two vibration and 
noise absorbing supports. 
The housing provides multiple fixing points, using sliding brackets for a variety of 
installation options.

Features
•  Optically brightened Matt White (Gain 1.0) flame retardant projection   
      surface (Classification M1 7201-96). 
 Black masking is available as an option. 
 Rear projection option available. 
 • Pre-set, but adjustable, limit switches to stop the surface automatically in up and 

down positions.
• Complete with wall mounted three-way switch – on/off, up/down.
• Maintenance free motor with integral gears and capacitor mounted inside the 

roller.  Automatic thermal overload cutout.
 • Universal mounting brackets for wall or ceiling installation.

See the outstanding range of Major Pro C Elecric screens at your Harkness Screens reseller or contact Harkness screen sales.

Size
Data for three popular screen sizes

            PICTURE SIZE (W x H)   Overall length                          Aprox
       Metric (cm)         Imperial (ft)             of case                             weight

 500 x 375 16.25 x 12.25 520cm   205ins 100kg    220lb         
 600 x 450 19.50 x 14.6 620cm   244ins 120kg    264lb
 700 x 525 22.75 x 17   720cm 284ins 140kg    308lb

 

•  SURFACE SIZE is PICTURE SIZE exclusive of any masking.
 Intermediate sizes available.
 Screens will have horizontal seam.

Accessories
Low voltage interface (LVI) 12v constant from mini-phono plug on projector.
Remote/radio control.

Special Option
Black painted masking is available as an option. In this case the screen counterweight 
is painted black.


