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Frequently Asked Questions 

 

What screen formats are available? 

The Digital Screen Calculator allows for the two most common film formats to be set, Scope (1.85:1) and 

Flat (2.35:1).  Currently the Digital Screen Calculator only allows for constant width screens.  If your screen 

has any type of masking system, it is recommended to always set the screen to the largest size.  Switching 

between screen sizes retrospectively will alter the screen size but does not allow for masking. 

 

What is the assumed power level in the Calculator? 

At present the Calculator is set to display light measurements based on 80% lamp power.  The only 

configurable variable is lamp life which can be user controlled. 

 

Are there any other light factors in the Calculator? 

Optical losses are preset and locked at 15% to take into account light losses from port glass, reflectors, 

colour correction and lamp alignment.  In real world environments this could be more or less depending on 

set up. 

 

What is the effect of altering the lamp hours? 

Typically a lamp loses 20% of its brightness at 20% of lamp hours and 50% brightness at 100% lamp 

hours.  With a 30% lamp loss setting, the Digital Screen Calculator allows you to simulate brightness at mid 

lamp life.  If you wish to simulate performance with a new lamp, set the lamp life to 0%. 

 

How do I export calculations to the Digital Screen Modeller? 

In order to access this functionality, users need to have both apps installed on the same device.   Bi-

directional functionality is available to users with version 2.5 or later of the Digital Screen Modeller installed 

on their devices. 

 

Export functionality is limited to users that have registered their copies of the app using the registration 

functionality in the tool. 

 

Do I need to register both apps? 

We’ve designed both apps to interact directly with each other, you need only register once and use the 

same details to log in to both apps. 

 

I’m an existing user of the Digital Screen Modeller, do I need to register again? 

No, your existing registration details will work in the Digital Screen Calculator. 

 

 

 


